
MIN FLANGE

C4x6.25 LENGTH TO SUIT,

1.

3/16

OVERHEAD CONCRETE

3/16

WHEN USED WITH PVC OR
FIBERGLASS PIPE,  PROVIDE
STEEL SHIELD AROUND PIPE

WRAP COPPER TUBES WITH 
2"  WIDE STRIP OF RUBBER

TOLCO FIG 110 OR EQUAL.

AT ’U’  BOLT,  WITH LOOSE FIT.

FABRIC

’U’  BOLT, ANVIL FIG 137,

WHEN USED WITH PVC OR
FIBERGLASS PIPE,  PROVIDE
STEEL SHIELD AROUND PIPE

WRAP COPPER TUBES WITH 
2"  WIDE STRIP OF RUBBER

TOLCO FIG 110 OR EQUAL.

AT ’U’  BOLT,  WITH LOOSE FIT.

FABRIC

’U’  BOLT, ANVIL FIG 137,

NOTES:

CONCRETE FLOOR
CONCRETE 

ANCHORS, 

TYPICAL

CONCRETE ANCHORS , TYPICAL

OVERHEAD 

SUPPORT

CHANNEL, ’U’ BOLT, LOCKWASHERS, NUTS, FLANGE AND ANCHORS TO BE

MATERIAL AS SPECIFIED.

FLOOR 

SUPPORT

6"x6"x1/4" PLATE

6"x6"x1/4" PLATE

MIN FLANGE
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NTS

G-TTLB-TEXT, G-TTLB-SCND, G-TTLB-OTLN, G-TTLB-NOTE AND G-TTLB-LOGO IN THE ACTIVE FILE WHEN PLOTTING

 

 

PIPE SUPPORT
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